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A1.0

SMOG CHECK STATION  TENANT IMPROVEMENTS

1440 23rd STRET ,SAN PABLO, CA 94806

1. ALL CONSTRUCTION WORKMANSHIP AND MATERIALS SHALL
CONFORM CALIFORNIA BUILDING CODE 2022   EDITION
ALONG WITH ANY OTHER APPLICABLE LOCAL ESTATE LAWS
AND REGULATIONS.

2. ALL ELECTRICAL, FIRE PROTECTION,
MECHANICAL,PLUMBING, AND STRUCTURAL WORK SHALL BE
DESIGNED AND CONSTRUCTED  IN ACCORDANCE WITH
EACH FIELDS APPLICABLE CODES   AND STANDARDS.

3. THE GENERAL CONTRACTOR SHALL VERIFY ALL
DIMENSIONS AND SITE CONDITION  BEFORE STARTING
WORK AND SHALL  NOTIFY THE DESIGNER OF ANY
DISCREPANCY.

4. ALL MATERIAL AND WORKMANSHIP SHALL CONFORM TO
THE CBC 2022 EDITION AND ALL  APPLICABLE LOCAL AND
STATE CODES,ORDINANCES AND REGULATIONS SHALL BE
COMPLIED WITH IT IS THE RESPONSIBILITY OF ANY ONE
SUPPLYING LABOR OR MATERIALS OR BOTH TO BRING TO
THE ATTENTION OF THE DESIGNER AND THE OWNER ANY
DISCREPANCIES OR CONFLICT BETWEEN THE
REQUIREMENTS OF THE CODE AND THE DRAWINGS.

5. THE DESIGN, ADEQUACY AND SAFETY OF
ERECTION,BRACING, SHORING TEMPORARY SUPPORTS. IS
THE SOLE RESPONSIBILITY OF THE CONTRACTOR AND HAS
NOT BEEN CONSIDERED BY THE STRUCTURAL ENGINEER
THE GENERAL CONTRACTOR IS RESPONSIBLE FOR THE
STABILITY OF THE STRUCTURE PRIOR TO THE APPLICATION
OF THE SHEAR WALLS,ROOF AND FLOOR DIAPHRAGMS AND
FINISH MATERIALS. HE OR SHE SHALL PROVIDE THE
NECESSARY BRACING TO PROVIDE STABILITY PRIOR TO THE
APPLICATION OF THE AFOREMENTIONED MATERIALS.

6. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO
LOCATE ALL EXISTING UTILITIES WHETHER SHOWN HEREON
OR NOT AND TO PROTECT THEM FROM DAMAGE.

7. NO FRAMING OF ANY TYPE SHALL BE CONCEALED PRIOR TO
INSPECTION BY GOVERNING AGENCIES.

8. NO CHANGES ARE TO BE MADE TO THESE PLANS WITHOUT
THE KNOWLEDGE OR CONSENT THE DESIGNER WHOSE
SIGNATURE APPEARS HEREON.

9. ALL OF A.S.T.M. DESIGNATIONS ARE TO BE OF THE LATEST
EDITION.

10. CONTRACTOR SHALL CHECK AND VERIFY SIZE AND
LOCATION OF ELECTRICAL SERVICES AND PLUMBING RUNS
WITH ELECTRICAL AND PLUMBING CONTRACTORS BEFORE
THE BEGINNING OF CONSTRUCTION.

11. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO
EXAMINE THE EXISTING BUILDING AND ALL  THE
CONDITIONS PRIOR TO SUBMITTING BIDS TO THE OWNER
SINCE PROPOSALS MUST TAKE INTO CONSIDERATION ALL
SUCH CONDITIONS AS IT MAY AFFECT WORK.

12. THE CONTRACTOR SHALL BE HELD RESPONSIBLE FOR THE
RESULTS OF ERRORS DISCREPANCIES OR OMISSIONS
WHICH THE CONTRACTOR FAILED TO NOTIFY THE DESIGNER
OR ENGINEER OF BEFORE CONSTRUCTION AND/OR
FABRICATION OF THE WORK.

13.  NO DEVIATIONS FROM THE STRUCTURAL DETAILS SHALL BE
MADE WITHOUT THE WRITTEN APPROVAL OF THE
STRUCTURAL ENGINEER OR BY PROJECT CITY INSPECTOR.

14. THE CONTRACTOR WARRANTS TO THE OWNER AND
DESIGNER THAT HE OR SHE POSSESS THE PARTICULAR
COMPETENCE AND SKILL IN CONSTRUCTION NECESSARY
TO BUILD THIS PROJECT WITHOUT FULL ENGINEERING &
ARCHITECTURAL SERVICES , AND FOR THE REASON THAT
THE CONTRACTOR WISHES TO RELY UPON HIS OR HER OWN
COMPETENCE,THE CONTRACTOR OR OWNER HAS
RESTRICTED THE DESIGNERS SCOPE OF PROFESSIONAL
SERVICES . THE CONSTRUCTION DOCUMENTS PROVIDED BY
THE LIMITED SERVICES SHALL BE THEOREM BUILDERS
PLANS IN RECOGNITION OF THE CONTRACTORS
SOPHISTICATION. CONSTRUCTION WILL REQUIRE THAT THE
CONTRACTOR ADAPT THE BUILDERS PLANS TO THE FIELD
CONDITIONS ENCOUNTERED, MAKE LOGICAL ADJUSTMENTS
IN FIT, FORM ,DIMENSION, AND QUANTITY THAT ARE
TREATED ONLY GENERALLY BY THE BUILDERS PLANS . IN
THE EVENT ADDITIONAL DETAIL OR GUIDANCE  IS NEEDED
BY THE CONTRACTOR OR OWNER FOR CONSTRUCTION OF
ANY ASPECT OF THE PROJECT , HE OR SHE SHALL
IMMEDIATELY NOTIFY THE DESIGNER .

SITE  AND PROJECT DATA :
OWNER     :
ADDRESS :

PHONE    :

· TYPE OF CONSTRUCTION : V-B

· PLANS CONFORM CALIFORNIA  BUILDING CODE (CBC) 2022
EDITION.

2022 CALIFORNIA BUILDING CODE (CBC)
2022 CALIFORNIA MECHANICAL CODE (CMC).
2022 CALIFORNIA ELECTRIC CODE (CEC)
2022 CALIFORNIA PLUMBING  CODE     (CPC).
2022 CALIFORNIA FIRE CODE   (CFC)
2022 CALIFORNIA GREEN BLDG. STANDARDS CODE.
2022 CALIFORNIA ENERGY CODE. &  ALL  APPLICABLE MUNICIPAL
LOCAL  &  STATE CODES.

APPLICABLE  CODES:

GENERAL NOTES

· A1.0-    TITLE BLOCK & (E) SITE PLAN

· A1.1-    NEW SITE PLAN AND AS BUILT PLAN

· A2.0- PROPOSED FLOOR  PLANS -BLDG

CODE ANALYSIS & LOAD CALCULATIONS

· A2.1- PATH OF TRAVEL PLAN-NOTES

· A3.0 - ACCESSIBLE DETAILS

e-mail      :

·  PARCEL:

INDEX:

PROPOSED ASSEMBLY  B , F-1 & S-2
ASSEMBLY GROUP "B" FOR SMOG SHOP OFFICE,
MODERATE HAZARD FACTORY "F2" FOR SMOG CHECK TEST
ONLY STATION"  AND S-2 LOW HAZARD STORAGE- AS
PROPOSAL

· COMPLETE BUILDING -
EXISTING  ASSEMBLY GROUP - B BLDG. 1067 SQ. FT   = 100 %

· SPRINKLER SYSTEM : NON SPRINKLER BUILDING

· OCCUPANT LOAD :

EXISTING BUILDING & SITE NOTES
1. ALL (E) INTERIOR WALLS AND ROOM TO BE REMAIN , ANY CHANGE AS PROPOSAL.
2. ANY MODIFICATION  OR ALTERATION FOR (E)  INTERIOR & EXTERIOR WALLS ,

(E)WINDOWS OR DOORS OPENING AS PROPOSAL .
3. ANY LIGHTING,SWITCHES OR OUTLETS MODIFICATION / ALTERATIONS OR

ADDITION AS PROPOSAL , BUSINESS TO BE USE ALL (E) ELECTRICAL FIXTURES
REMAIN AS IS.

4. ANY PLUMBING FIXTURES TO BE ADDED OR REPLACED, EXISTING FIXTURES TO
BE REMAIN AS IS.

5. THE (E) WATER HEATER , FURNACE & HVCA EQUIPMENT TO BE REMAIN , ALL THIS
EQUIPMENT AND MECHANICAL SYSTEM COMPLIANT  WITH ALL ENERGY  CODE
REQUIREMENTS , THEREFORE , ANY REPLACEMENT OR UPDATED IS PROPOSED

6. THE COMPLETE COMMERCIAL BUILDING IS  FULLY COMPLIANT WITH C.B.C.
CHAPTER 11B FOR ALL ACCESSIBILITY FACILITIES

7. BUILDING IS NOT SPRINKLERED

· EXIT NOTES:

1. 1008.2.3 EXIT DIISCHARGE :ILLUMINATION SHALL BE PROVIDED ALONG THE PATH OF
TRAVEL FOR THE EXIT DISCHARGE FROM EACH EXIT TO THE PUBLIC WAY.

EXCEPTION: ILLUMINATION SHALL NOT BE REQUIRED WHERE THE PATH OF THE EXIT
DISCHARGE MEETS BOTH OF THE FOLLOWING REQUIREMENTS:

1.2- THE PATH OF EXIT DISCHARGE IS ILLUMINATED FROM THE EXIT TO A SAFE
DISPERSAL AREA COMPLYING WITH SECTION 1028.5.

1.3- A DISPERSAL AREA SHALL BE ILLUMINATED TO A LEVEL NOT LESS THAN 1
FOOTCANDLE (11 LUX) AT THE WALKING SURFACE.PROVIDED ILLUMINATED EXIT
SIGN AND EMERGENCY BACKUP LIGHT IN THE TOP-MEANS OF EGRESS ILLUMINATION
TO BE COMPLY WITH Section 1008-CBC 2022

2. SIZE OF DOORS:THE MINIMUM  WIDTH OF EACH DOOR OPENING SHALL BE
SUFFICIENT FOR THE OCCUPANT LOAD THEREOF AND SHALL PROVIDE A CLEAR
WIDTH OF 32 INCHES .CLEAR OPENINGS OF DOORWAYS W/SWINGING DOORS SHALL
BE MEASURED BETWEEN THE FACE OF THE DOOR AND THE STOP, WITH THE DOOR
OPEN 90 DEGREES-Section 1010.1.1-CBC 2022

1. SPACE#1 -EXISTING  SERVICE AREA  TO BE CHANGE TO SMOG CHECK OFFICE AND
WAITING ROOM- ANY  INTERIOR OR EXTERIOR WALLS CHANGES ARE PROPOSAL.

2. SPACE #2 EXISTING TINT WINDOW  STORE CHANGE TO SMOG CHECK TEST ONLY
PLACE

3. SPACE#3 STORAGE AREA TO BE REMAIN AS IS ANY CHANGE ARE PROPOSED
4. ALL EXISTING EQUIPMENT,ACCESSORIES , ELECTRICAL, PLUMBING AND MECHANICAL

FIXTURES TO BE REMAIN AND RE-USED AS IS.( ALL EXISTING EQUIPMENT TO VERIFY
ON SITE)

SCOPE WORK:

DIRECTORY   :
ENGINEER / ARCHITECTURAL DESIGNER :

HUGO BARRON
Civil Engineer

2619 LOWELL AVENUE
RICHMOND, CA 94804
Phone: (925) 899-4927

DRAFTER / DESIGNER :

ROBERTO PENA
Ranpel Designs (designer)

VACAVILLE, CA 95687
Phone: (707) 384-3638

email: ranpeldesigns@gmail.com

PROJECT INFO   :

9 OCCUPANT

LOT: 7,500 SQ. FT.

ERHAN SARIYAR

(925) 255-3115
(925) 255-3091 sariyarerhan@gmail.com

VICINITY MAP(E) BUILDING CORNER VIEW (E) FRONT VIEW (Picture from 23rd st)
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A1.1

D2 - ACCESSIBLE PARKING DETAILSD1- BIKE RACK
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Bumper 4"

FINAL
GRADE
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PROTECTION DETAIL

Painted w/ Traffic yellow
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2022 BUILDING CODE ANALYSIS
ITEM: ANALYSIS SECTION CODE

REFERENCE

CODE ISSUE: ITEM: ANALYSIS
SECTION REFERENCE

CODE ISSUE: ITEM: ANALYSIS
SECTION REFERENCE

CODE ISSUE: ITEM: ANALYSIS AND COMMENTS SECTION REFERENCE

TYPE OF
CONSTRUCTION

BUILDING EXISTING BUSINESS BUILDING
PROPOSED ASSEMBLY GROUP  F-1 MODERATE HAZARD FACTORY  INDUSTRIAL
"M"  MERCANTILE AND S-2 LOW HAZARD STORAGE

CBC CHAPTER 3
SECTION 304.1

1. RETAIL OFFICE BUSINESS(150 Gross)
AREA= 163/150 Gross =1.08 = 2 OCCUPANT

BUILDING AREAS (E) BUILDING BUSINESS
GROUP B-EMPTY SPACE CBC SECTION 303.3

OCCUPANCY
CLASSIFICATION EXISTING SPACE  FULL BUILDING = 1,067 SQ. FT.ACTUAL FLOOR AREA

OCCUPANCY GROUP ASSEMBLY GROUP     F1-MODERATE  - HAZARD  FACTORY INDUSTRIAL
RETAIL OFFICE-           BUSINESS GROUP " B"

CBC SECTION 3043.3  &

OCCUPANCY LOAD FACTORS
(BASED ON USE)

REFER TO TABLE
1004.5
FOR OCCUPANT LOAD
FACTOR LOADS

(E) SINGLE EXIT

CBC-SECTION 1024.2

EXITS AND DOOR

CBC CHAPTER 10
Section 1006.3
TABLE 1006.3.4 (2)

TYPE  V - B

SINGLE EXIT IS ALLOWED BECAUSE MAXIMUM LOAD PER STORY IS LESSOF 49
OCCUPANTS IN OCCUPANCY A,B,E,M,U  BY CBC TABLE 1006.3.4(2)

ILUMINATED EMERGENCY
EXIT SYMBOL REQUIREMENTS

SIZE OF DOORS.
THE MINIMUM WIDTH OF EACH DOOR OPENING SHALL BE SUFFICIENT FOR THE OCCUPANT
LOAD THEREOF AND SHALL PROVIDE A CLEAR WIDTH OF 32 INCHES . CLEAR OPENINGS OF
DOORWAYS W/ SWINGING DOORS SHALL BE MEASURED BETWEEN THE FACE OF THE DOOR
AND THE STOP, W/  THE DOOR OPEN 90 DEGREES .

CODE ISSUE: ITEM: ANALYSIS SECTION REFERENCE

FIRE  PROTECTION
SYSTEM

FIRE EXTINGUISHER SECTION 906
TABLE 906.3(1)

EXISTING SOLID  DOOR 36"W X 80"H X 1 3
4" THICK. SWING TO OUTSIDE OF BLDG.

WITH PANIC EXIT DOOR HARDWARE (SEE DOOR NOTES)

(E) DOOR TO BE COMPLY W/ SCHEDULE:

EXISTING SINGLE 36"X84" METAL FRAMING W/ 10" MTL. KICK PLATE- SWING
TO OUTSIDE OF THE BUILDING ( TO REMAIN A IS ) PROVIDE  PANIC EXIT
DOOR HARDWARE ( SEE TO DOOR NOTES)

DOORS NOTES:
1. ALL EXIT DOOR PROVIDE PANIC EXIT DOOR HARDWARE SHALL BE OPERABLE WITH

ONE HAND LOCATED 34" MIN. OR 44" MAX. HEIGHT ABOVE FINISHED FLOOR.
2. PROVIDE DOOR CLOSER FORCE 5 LBS FOR  INTERIOR AND EXTERIOR DOOR,  AND

15 LBS FOR FIRE DOORS .
3. PROVIDE INTERNATIONAL SYMBOLS OF ACCESSIBILITY AT ALL ENTRANCES.

HARDWARE SCHEDULE:

KEYED ADA APPROVED  LEVER LATCH W/ STANDARD HINGES LEVERS BOTH
SIDES. INDICATE REQUIRED FORCE AS PER ADA ( MAX 5 LBS)TO OPEN DOOR .
HARDWARE FINISH BRUSHED ALUMINUM

KEYED  APPROVED  WITH STANDARD HINGES LEVERS BOTH SIDES THUMB
TURN LOCK ON INTERIOR SIDE TO OPEN DOOR .

1

2
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1
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*

*

OCCUPANT LOAD CALCULATION RESUMEN TABLE

DESCRIPTION
SPACE / ROOM

PLEOPE X
SPACE

  1 PERSON

8 PERSON

TOTAL OCCUPANT  LOAD : 11  PERSON

LOAD CALCULATION TABLE

PER CPC TABLE 422.1
F-1 ASSEMBLY OCCUPANCY

TOTAL OF LOAD CALCULATION : 11 OCCUPANT

NUMBER OF SANITARY PLUMBING TABLE

MALE 1 TOILET-WATER CLOSETWATER CLOSET  ( 1 FOR  1-50)

FIXTURES REQUIRED

0  URINAL  AS PROPOSAL BYURINALS N/A

LAVATORIES        ( 1 FOR 1-50) 1  LAVATORY

FEMALE
LAVATORIES        ( 1 FOR 1-50) 1  LAVATORY

(E) STORAGE  & STOCK
(THIS AREA IS EXISTING
ANY CHANGE AS
PROPOSAL)

MAX. OCCUPANT ALLOWED
FACTOR BY TABLE 1004.5

NOTE :(E) REGULAR  RESTROOM TO REMAIN AS IS
THIS IS FOR PRIVATE USED RESTROOM . ONLY FOR OWNER AND EMPLOYEES- ANY
CUSTOMER HAS ACCESS OR PERMIT TO USE THIS AREA

( OCCUPANT LESS OF 50)

WATER CLOSET  ( 1 FOR  1-50) 1 TOILET-WATER CLOSET

TABLE 422.1 -Exception #4 : FOR EACH URINAL ADDED IN EXCESS OF THE MINIMUM
REQUIRED, ONE WATER CLOSET SHALL BE PERMITTED TO BE DEDUCTED. THE NUMBER OF
WATER CLOSETS SHALL NOT BE REDUCED TO LESS THAN TWO-THIRDS OF THE MIN.
REQUIREMENTS.

(To verify on site)

CBC TABLE 1004.5

NOTE: REFER TO PROPOSED FLOOR PLAN FOR LOAD CALCULATION
OF EACH SPACE

  3 PERSONS

11 PERSONS

1 PERSON
2. STORAGE /STOCK AREAS (300 Gross)

8 PERSONS
3. INDUSTRIAL AREA (100GROSS)

TOTAL OCCUPANT:

CBC - Section 1006.3.3 SINGLE EXIT:
 SINGLE EXIT OR ACCESS TO A SINGLE EXIT SHALL BE PERMITTED FROM ANY STORY OR
OCCUPIED ROOF WHERE ONE OF THE FOLLOWING CONDITIONS EXISTS:
THE OCCUPANT LOAD, NUMBER OF DWELLING UNITS AND EXIT ACCESS TRAVEL DISTANCE
DO NOT EXCEED THE VALUES IN TABLE 1006.3.4(2)
ONE EXIT IS REQUIRED BECAUSE WE COMPLY WITH  TABLE 1006.3.4(2) OCCUPANCY A,B,F,M, U
WITH LOAD LESS OF 49 AND EGRESS TRAVEL DISTANCE IS NOT MORE OF 75 FT  .
WE ARE PROVIDED 1 EXITS.

EXIT PASSAGEWAYS SECTION 1024.2 WIDTH. THE REQUIRED CAPACITY OF EXIT
PASSAGEWAYS SHALL BE DETERMINED AS SPECIFIED IN SECTION 1005.1 BUT THE MINIMUM
WIDTH SHALL BE NOT LESS THAN 44 INCHES ,EXCEPT THAT EXIT PASSAGEWAYS SERVING AN
OCCUPANT LOAD OF LESS THAN 50 SHALL BE NOT LESS THAN 36 INCHES IN WIDTH. THE
MINIMUM WIDTH OR REQUIRED CAPACITY OF EXIT PASSAGEWAYS SHALL BE UNOBSTRUCTED.

CBC - Section 1013.1 WHERE REQUIRED. EXITS AND EXIT ACCESS DOORS SHALL BE MARKED
BY AN APPROVED EXIT SIGN READILY VISIBLE FROM   OF EGRESS TRAVEL. THE PATH OF
EGRESS TRAVEL TO EXITS AND WITHIN EXITS SHALL BE MARKED BY READILY VISIBLE EXIT
SIGNS TO CLEARLY INDICATE THE DIRECTION OF EGRESS TRAVEL IN CASES WHERE THE EXIT
OR THE PATH OF EGRESS TRAVEL IS NOT IMMEDIATELY VISIBLE TO THE OCCUPANTS.
INTERVENING MEANS OF EGRESS DOORS WITHIN EXITS SHALL BE MARKED BY EXIT SIGNS.
EXCEPTIONS:
1. EXIT SIGNS ARE NOT REQUIRED IN ROOMS OR AREAS THAT REQUIRE ONLY ONE EXIT
OR EXIT ACCESS.
Section 1013.6 -  ILLUMINATION. EXIT SIGNS SHALL BE INTERNALLY OR EXTERNALLY
ILLUMINATED.EXTERNALLY ILLUMINATED EXIT SIGNS SHALL COMPLY WITH SECTIONS 1013.6.1
THROUGH 1013.6.3.

1013.4 RAISED CHARACTER AND BRAILLE EXIT SIGNS. TACTILE EXIT SIGNS SHALL BE
REQUIRED AT THE FOLLOWING LOCATIONS:
1. EACH GRADE-LEVEL EXTERIOR EXIT DOOR THAT IS REQUIRED TO COMPLY W/ SECTION
1013.1 , SHALL BE IDENTIFIED BY A TACTILE EXIT SIGN WITH THE WORD, “EXIT”.

CBC - SECTION 1013.1

CBC - SECTION 1013.6

CBC - SECTION 1013.4

EXIT PASSAGEWAYS

BY TABLE 906.3 (1) ONE FIRE EXTINGUISHERS CLASS 2-A  IS REQUIRE FOR  (LIGHT(Low) &
ORDINARY (Moderate) HAZARD OCCUPANCY) AND WHENTHE  MAXIMUM TRAVEL DISTANCE
TO  FIRE EXTINGUISHER IS  75 FEET  MAX
BUILDING ALREADY HAVE (3) THREE FIRE EXTINGUISHER INSTALLED -REFER TO PATH OF
TRAVEL PLAN FOR LOCATION-(VERIFY ON SITE)

FLOOR KEY NOTES:
1. FLOORS, WALL AND CEILINGS TO BE SMOOTH, DURABLE, NONABSORBENT AND IMPERVIOUS TO WATER, ACID AND EASILY CLEANABLE. ALL

FINISHING MATERIAL TO BE LIGHT IN COLOR. PAINTS TO HAVE 70% REFLECTANCE VALUE .

2. (E) FLOOR WITH SLIP RESISTANT COAT TO REMAIN AS IS.

3. (E) FLOOR WALL JUNCTURES WITH COVED BASE-  FLOOR FINISH MATERIAL ARE EXTEND (CONTINUOUSLY) SIX INCHES (6")UP FOR  THE
WALL(S) ,HAS A MINIMUM 3/8" RADIUS AT JUNCTURE.  EXISTING AS COMMERCIAL GRADE SHEET VINYL AND POURED NON TOXIC EPOXY.

4. VERMIN AND RODENT CONTROL DOORS: ALL EXTERIOR AND BATHROOM DOORS TO BE SELF-CLOSING AND TLGH-FITTING (TIGHT FITTING= 1/4"
MAXIMUM OPEN GAP AROUND DOOR). WINDOWS AND PIPES: ALL OPENABLE WINDOWS AND VENT PIPES TO BE COVERED WITH NUMBER
SIXTEEN (#16) MESH.

5. IN THE STORAGE AREA AND MERCHANT AREA CHROME STORAGE SHELVING SHALL BE NSF APPROVED.  SHELVES SHALL BE A MINIMUM 18
INCHES(18·) IN DEPTH AND FOUR TIER HIGH. LOWEST SHELF TO BE AT LEAST SIX-INCHES(6") ABOVE FLOOR.

6. (E) BATHROOM WITH SOAP AND TOWEL DISPENSER ALL HAND SINKS TO BE EQUIPPED W/ PERMANENTLY MOUNTED SINGLE-USE SOAP AND
TOWEL DISPENSER.

7. HOT WATER:  120 DEGREES HOT WATER REQUIRED FOR: HAND SINK, PREPARATION SINK,UTENSIL SINK, MOP SINK AND PRE-RINSE UNIT.
WATER TO BE PROVIDE THROUGH A PREMIXING FAUCET. FOR DISHWASHER THAT REQUIRED HIGHER TEMPERATURE (140-180) A BOILER
HEATER TO BE PROVIDED.

8. (E) WATER HEATER TO REMAIN AS IS : WATER HEATER ON 6" HIGH LEGS OR PLATFORM AND STRAPPED TO WALL.

A.- (E) EMPTY BUILDING( USE GROUP B) TO BE CONVERT SERVICE AREA TO  STORE
UNIT B (ETHINC CLOTHES) - GROUP  M, SMOG TEST ONLY STATION GROUP F-1 &
CLEANING  ACCESSORY  & STOCK STORAGE  GROUP S-2 (LOW HAZARD STORAGE )
ALL BUILDING AREA=  1,067 SQ. FT.     100%
AREA TO BE WORK  163.50 SQ FT OF COMPLETE BUILDING = 15%

STORAGE = 155/ 300 GROSS = 0.52= 1 OCC

SMOG CHECK ONLY STATION= 749/ 1500 GROSS = 7.49= 8 OCC
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(E)  RESTROOM  DOOR  36" W X 80" H X 1 3/4" THICK SOLID CORE WOOD OR
METAL  , TRIM STAINED  W/ 10" MTL. KICKPLATE.  PAINT WITH WHITE COLOR .

3

SMOG CHEK ONLY STATION
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MAIN ENTRY 36"X84" TEMP GLASS DOOR W/
ALUMINUM FRAMING W/ 10" MTL. KICK PLATE-
SWING TO OUTSIDE OF THE BUILDING W /
INTERNATIONAL SYMBOL OF ACCESSIBILITY
PROVIDE PANIC HARDWARE SHALL BE LISTED
IN ACCORDANCE WITH UL 305
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NOTE: VAN PARKING SHALL BE PERMITED
TO BE 9'-0" WIDE WHERE ACCESS AISLE
IS 8'-0" WIDE MIN (CBC 11B-502.2)

N
O

PA
R

K
IN

G

WHITE INTERNATIONAL
SYMBOL OF ACCESSIBILITY
ON BLUE BACKGROUND PER
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CBC 11B-502.3
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9'X18' PARKING

PROVIDE BRAILE SIGN TACTILLE EXIT SIGN
WITH  THE WORD EXIT LOCATION - ( CBC
Section 1013)

OCCUPANT LOAD SIGN LOCATION (THE
POSTED SING(S) DESIGN TO BE APPROVED
BY THE OFFICIAL BEFORE INSTALLING)
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DIAGONAL BUILDING

 DISTANCE = 52'-0"

4'-0"

 OCCUPANCY F-1
= 749 SF/ 100 = 7.49 =

8  OCCUPANT

S-1 =  155 SF/ 300
GROSS= 0.52

= 1= OCCUPANT

STORAGE

 OCCUPANCY B
163 SF/150 gross =

1.08  = 2  OCCUPANT

1. BUSINESS(150 Gross)
=163/ 150 Gross =1.08= 2.0 OCC.

2. STORAGE /STOCK  (300 Gross)

3. INDUSTRIAL AREA(100 GROSS)

 = 155/ 300 GROSS = 0.52= 1 OCC

SMOG CHECK TEST ONLY
STATION= 749/ 100 GROSS =
4.99= 5 OCC

SMOG CHECK TEST
ONLY

(N) SMOG CHECK  FLOOR PLAN
 SCALE 1/4"=1'0"BUILDING IS EXISTING , ANY INTERIOR OR EXTERIOR WALLS CHANGES

AS PROPOSAL-TO REMAIN AS IS

9'-7"

26"

42"
6" 18"

18"

(E)FIRE EXTINGUISHERS
CLASS 2-A-VERIFY ON FIELD

(E)FIRE EXTINGUISHERS
CLASS 2-A-VERIFY ON FIELD

(E)FIRE EXTINGUISHERS
CLASS 2-A-VERIFY ON FIELD

NOTE :(E) REGULAR  RESTROOM TO REMAIN AS IS
THIS IS FOR PRIVATE USED RESTROOM . ONLY FOR OWNER AND EMPLOYEES- ANY CUSTOMER
HAS ACCESS OR PERMIT TO USE THIS AREA -ANY CHANGE ARE PROPOSED
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CUSTOMER WAITING
AREA

30"X48"

ACCESSIBLE WAITING SPACE
W/COMPANION SEAT

9'X18' PARKING
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18
'-0

"

3'-0"3'-0"

BIKE PARKING RACK
6'0"X6'0" BIKE PARKING AREA OVER
TO NEW CONCRETE FLOOR W/ (3) U
RACK -REFER BIKE PARKING
SPECIFICATION SHT. A2
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(E) FOOD TRUCK
LOCATION
REFERENCE ONLY
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Employee Space

April 2024
San Pablo , California

Erhan Sariyar
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Since 2000 " These  drawings,designs ,presentation, models  and other data including other intellectual property therein, are and shall at all times remain the property of ROBERTO PENA, and may not be reproduced,copied, or change any manner,or for any purpose,except by written permission of ROBERTO PENA.-

In no event shall the client copy or use any of these plans,drawings, concepts,specifications,designs,models and other data produced than those note above without the prior written consent  o f  ROBERTO PENA".   *These drawings can be used  only  for the address of the project shown on the plans*
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30"X48" 4-  EXIT  TRAVEL DISTANCE  LIMITATIONS CBC Section 1017
BY TABLE 1017.2 - IF THE TRAVEL DISTANCE FROM ANY POINT IN A ROOM  OF THE
SHALL NOT EXCEED 200 FEET TO A CORRIDOR  EXIT IN A BUILDING  WITHOUT
SPRINKLER SYSTEM. ( THIS BUILDING NON SPRINKLERED - WE ARE REMAIN AS IS)

6- EXIT AND ENTRY DOOR REQUIREMENTS
OCCUPANCY PANIC HARDWARE ON EXIT DOORS ARE REQUIRED- PANIC
HARDWARE SHALL BE LISTED IN ACCORDANCE WITH UL 305

CORRIDORS:
A FIRE-RESISTANCE RATING IS NOT REQUIRED  FOR CORRIDORS WHEN OCCUPANCY
IS LEES OF 30 OCCUPANCY ON  BUILDING WITHOUT SPRINKLERE- BY . CBC -TABLE
1020.2-AND MINIMUM CORRIDOR WIDTH OCCUPANT LEES OF 50 IS 36"  WIDTH BY
TABLE 1020.3
IN AN OCCUPANCY IN GROUP M THAT IS A SPACE REQUIRING ONLY A SINGLE MEANS
OF EGRESS COMPLYING WITH SECTION1006.2.

EXIT PASSAGEWAYS SECTION 1024.2 WIDTH  AND CAPACITY .
THE REQUIRED CAPACITY OF EXIT PASSAGEWAYS SHALL BE DETERMINED AS
SPECIFIED IN SECTION 1005.1 BUT THE MINIMUM WIDTH SHALL BE NOT LESS THAN 44
INCHES , EXCEPT THAT EXIT PASSAGEWAYS SERVING AN OCCUPANT LOAD OF LESS
THAN 50 SHALL BE NOT LESS THAN 36 INCHES IN WIDTH. THE MINIMUM WIDTH OR
REQUIRED CAPACITY OF EXIT PASSAGEWAYS SHALL BE UNOBSTRUCTED.

3- EXIT PASSAGEWAYS -CBC Section 1024

2- ILUMINATED EMERGENCY EXIT SYGN REQUIREMENTS
CBC - Section 1013.1 WHERE REQUIRED. EXITS AND EXIT ACCESS DOORS SHALL BE
MARKED BY AN APPROVED EXIT SIGN READILY VISIBLE FROM   OF EGRESS TRAVEL.
THE PATH OF EGRESS TRAVEL TO EXITS AND WITHIN EXITS SHALL BE MARKED BY
READILY VISIBLE EXIT SIGNS TO CLEARLY INDICATE THE DIRECTION OF EGRESS
TRAVEL IN CASES WHERE THE EXIT OR THE PATH OF EGRESS TRAVEL IS NOT
IMMEDIATELY VISIBLE TO THE OCCUPANTS. INTERVENING MEANS OF EGRESS DOORS
WITHIN EXITS SHALL BE MARKED BY EXIT SIGNS.
EXCEPTIONS:
1. EXIT SIGNS ARE NOT REQUIRED IN ROOMS OR AREAS THAT REQUIRE ONLY ONE
EXIT OR EXIT ACCESS.
ILLUMINATION. EXIT SIGNS SHALL BE INTERNALLY OR EXTERNALLY ILLUMINATED.
1013.4 RAISED CHARACTER AND BRAILLE EXIT SIGNS. TACTILE EXIT SIGNS SHALL BE
REQUIRED AT THE FOLLOWING LOCATIONS:
1. EACH GRADE-LEVEL EXTERIOR EXIT DOOR THAT IS REQUIRED TO COMPLY W/
SECTION 1013.1 , SHALL BE IDENTIFIED BY A TACTILE EXIT SIGN W/ THE WORD, “EXIT”.

9- FIRE EXTINGUISHER:  (Section 906  -TABLE 906.3(1)
BY TABLE 906.3(1) ONE FIRE EXTINGUISHERS CLASS 2-A (LIGHT HAZARD OCCUPANCY)
IS REQUIRED FOR  MAXIMUM TRAVEL DISTANCE OF 75 FEET  TO  FIRE SPRINKLER.
(E) BUILDING -ALREADY HAVE FIRE EXTINGUISHER INSTALLED-REFER TO PATH OF
TRAVEL PLAN FOR LOCATION-(VERIFY ON SITE)

(E)   EXIT DOOR COMPLY WITH PANIC AND FIRE ALARM EXIT HARDWARE  Section
1010.2.2, BECAUSE   HAS  A  1 1/2 PAIR BUTTS , DETEX ALARM, PANIC BAR , AUTO
DOOR CLOSER, KICKPLATE & DOOR STOP-ALL EXISTING EXIT DOORS ARE ALREADY
FIRE RATED PER LOCAL CODE REQUIREMENTS- EXISTING EXIT DOOR TO BE REMAIN .

10- ACCESSIBLE ROUTE: Chapter 11B-DIVISION 4
11B-403.5.2 CLEAR WIDTH AT TURN. WHERE THE ACCESSIBLE ROUTE MAKES A 180
DEGREE TURN AROUND AN ELEMENT WHICH IS LESS THAN 48 INCHES (1219 MM)
WIDE, CLEAR WIDTH SHALL BE 42 INCHES (1067 MM) MINIMUM APPROACHING THE
TURN, 48 INCHES (1219 MM) MINIMUM AT THE TURN AND 42 INCHES MINIMUM LEAVING
THE TURN.
EXCEPTION: WHERE THE CLEAR WIDTH AT THE TURN IS 60 INCHES (1524 MM)
MINIMUM COMPLIANCE WITH SECTION 11B-403.5.2 SHALL NOT BE REQUIRED.
11B-403.5.3 PASSING SPACES. AN ACCESSIBLE ROUTE WITH A CLEAR WIDTH LESS
THAN 60 INCHES (1524 MM) SHALL PROVIDE PASSING SPACES AT INTERVALS OF 200
FEET  MAXIMUM. PASSING SPACES SHALL BE EITHER: A SPACE 60 INCHES MINIMUM
BY 60 INCHES MINIMUM; OR, AN INTERSECTION OF TWO WALKING SURFACES
PROVIDING A TSHAPED SPACE COMPLYING WITH SECTION 11B-304.3.2 WHERE THE
BASE AND ARMS OF THE T-SHAPED SPACE EXTEND 48 INCHES BEYOND THE
INTERSECTION.

CBC 1010.2.4 LOCK & LATCHES:
PROVIDE  A READILY VISIBLE DURABLE SIGN IS POSTED ON THE EGRESS SIDE
ON  OR ADJACENT TO THE EXIT DOOR ¨ THIS DOOR TO REMAIN UNLOCKED WHIT
BUILDING IS OCCUPIED ¨
ALL ACCESSIBLE ENTRANCES SHALL BE IDENTIFIED WITH AT LEAST ONE
STANDARD SIGN AND WITH ADDITIONAL DIRECTIONAL SIGNS, AS REQUIRED
VISIBLE FROM APPROACHING PEDESTRIAN WAYS.
LATCHING AND LOCKING DOORS THAT ARE HAND ACTIVATED AND WHICH ARE IN
A PATH OF TRAVEL, SHALL BE OPERABLE WITH A SINGLE EFFORT BY LEVER
TYPE HARDWARE, PANIC BARS, PUSH-PULL ACTIVITY BARS, OR OTHER
HARDWARE DESIGNED TO PROVIDE PASSAGE WITHOUT REQUIRING THE ABILITY
TO GRASP THE OPENING HARDWARE.

CBC 1010.2.2 HARDWARE : DOOR HANDLES, PULLS, LATCHES, LOCKS AND
OTHER OPERATING DEVICES ON DOORS REQUIRED TO BE ACCESSIBLEBY
CHAPTER 11A OR 11B SHALL NOT REQUIRE TIGHT GRASPING,TIGHT PINCHING OR
TWISTING OF THE WRIST TO OPERATE.
CBC- Section 1010.2.3  HARDWARE HEIGHT: DOOR HANDLES, PULLS,LATCHES,
LOCKS AND OTHER OPERATING DEVICES SHALL BE INSTALLED 34 INCHES (864
MM) MINIMUM AND 48 INCHE MAX. ABOVE THE FINISHED FLOOR. LOCKS USED
ONLY FOR SECURITY PURPOSES AND NOT USED FOR NORMALOPERATION ARE
PERMITTED AT ANY HEIGHT.

7- BUILDING SIGNS-  Section 11B-703
11B-703.1 GENERAL
SIGNS SHALL COMPLY WITH SECTION 11B-703. WHERE BOTH VISUAL AND TACTILE
CHARACTERS ARE REQUIRED, EITHER ONE SIGN WITH BOTH VISUAL AND TACTILE
CHARACTERS, OR TWO SEPARATE SIGNS, ONE WITH VISUAL, AND ONE WITH TACTILE
CHARACTERS, SHALL BE PROVIDED.
SIGN WHICH DESIGNATES PERMANENT ROOMS AND SPACES OR  PROVIDE
DIRECTIONAL INFORMATION ABOUT FUNCTIONAL SPACES SHALL COMPLY WITH CBC
11B-CHAPTER 7  EXCEPTION:  BUILDING DIRECTORIES, SERVICES LIST, AND ALL
OTHER SIGNS, WHICH ARE  TEMPORARY, ARE NOT REQUIRED TO COMPLY.

5- EXISTING ENTRANCES

11B-902  CLEAR FLOOR OR GROUND SPACE
A CLEAR FLOOR SPACE COMPLYING WITH SECTION 11B-305 POSITIONED FOR
FORWARD APPROACH SHALL BE PROVIDED. KNEE AND TOE CLEARANCE COMPLYING
WITH SECTION 11B-305.4 SHALL BE PROVIDED, EXCEPT THAT KNEE CLEARANCE 24
INCHES (610 MM) MINIMUM ABOVE THE FINISH FLOOR OR GROUND SHALL BE
PERMITTED.
11B-902.3 HEIGHT
THE TOPS OF TABLES AND COUNTERS SHALL BE 26 INCHES (660 MM) MINIMUM AND
30 INCHES (762 MM) MAXIMUM ABOVE THE FINISH FLOOR OR GROUND.

KEY NOTES
1- EXITS & DOORS

11- BUILT ELEMENTS-Section 11B-901

ACCESS CLEAR WIDTH NOTE:
11B-403.5.1 CLEAR WIDTH. EXCEPT AS PROVIDED IN SECTIONS
11B-403.5.2 AND 11B-403.5.3, THE CLEAR WIDTH OF WALKING SURFACES
SHALL BE 36 INCHES.
Exceptions #3: THE CLEAR WIDTH FOR SIDEWALKS AND WALKS SHALL BE
48 INCHES . WHEN, BECAUSE OF RIGHT-OF-WAY RESTRICTIONS,
NATURAL BARRIERS OR OTHER EXISTING CONDITIONS, THE ENFORCING
AGENCY DETERMINES THAT COMPLIANCE WITH THE 48-INCH CLEAR
SIDEWALK WIDTH WOULD CREATE AN UNREASONABLE HARDSHIP, THE
CLEAR WIDTH MAY BE REDUCED TO 36 INCHES.

COST BREAKDOWN  FOR ACCESSIBLE  ITEMS TO BE UPGRADED
  TO COMPLY WITH 20% OF TOTAL CONSTRUCTION
COST  SPENT  TOWARDS ACCESSIBILITY ITEMS.

Applicable to projects in existing buildings that do not exceed the valuation threshold amount per CBC 1134B.2.1
Exception 1. Refer to http://www.dgs.ca.gov/dsa/Programs/progAccess/threshold.aspx) for current threshold amount.

Plan Check #  PC2005-0005                     Project Name: RAMOS MINI MARKET
Project Address : 14477 San Pablo Avenue,San Pablo Ca 94086

1. Cost of proposed project
(excluding accessible upgrades not located within the actual area of work)

2. 20% Cost of project (0.20 x Line 1)

3. Accessibility Elements: Is this feature accessible?

a)

b)

c)
d)
e)

f)

g)

Primary Entrance

Path of travel

Parking

Sanitary facilities
Drinking fountains
Elevator(s)

Other _______________________
(Specify)

__________

__________

__________
__________
__________

__________

__________

$  14,000

Proposed under
this project?

___________

___________

___________
___________
___________

___________

___________

Total cost of proposed accessible upgrades. (Attach detailed cost estimate)

4. Total cost of alterations to the areas on the path of travel during the preceding
three-year period.

(Compare with current threshold amount at http://www.dgs.ca.gov/dsa/Programs/progAccess/threshold.aspx)

Signatures: I hereby acknowledge that the above is true to the best of my knowledge. As the owner of the property or
tenant space, or an authorized agent representing the owner, by signing below I am acknowledging that I understand that
although the project is in compliance with the California Building Code requirements, the limited disabled access
upgrades shown on this form will not limit or absolve my liability under the American’s with Disability Act.

Designer:_____________________________________________________________________________
Print Signature

Signature

Date

Owner:_______________________________________________________________________________
Print Date

$    2,800

Cost to make this
feature accessible?

________________

________________

________________
________________
________________

________________

________________

$_______________

$________________

SIGNS ON ENTRANCE DOOR AND
ACCESSIBLE ROUTE SIGNYES

YES ADA COMPLIANT DETECTABLE
WARNING SURFACES
Located on the accessible  entrance
of exterior path of travel  ramp)

$680 + $400 LABOR

$ 100
LOW SWING AUTOMATIC DOOR
OPERATOR

$1354 + $600 LABOR
___________

___________

___________

___________

$ 3134

HUGO BARRON (Engineer)-ROBERTO PENA (Designer) 02-28-2024

02-28-2024TENANT: ERHAN SARIYAR

NOTE: If that the walkway is not 48 inches wide . However, there is a provision in the code that if the AHJ deems that providing
48 inches would create an unreasonable hardship, the walkway width can be reduced to 36 inches. The current smallest
dimension is 44 inches wide and providing 48 inches will cause the public sidewalk to be reduced. Consequently, as the Chief
Building Official I interpret that the current 44 inches meet the intent of the code. Additionally, the walkway is under 5% running
slope and 2% cross-slope therefore the path is indeed a walkway and not a ramp. See CBC Section 11B-403.5.1. exception
number 3. .

General Exception, CBC Section 1134B.2.1: Applicable to existing buildings. The specific accessibility features that create a
hardship may be exempted. A description of access features to be provided shall be listed in the appropriate section below, and a
detailed cost estimate for all elements shall be attached to this form.
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(N) SMOG CHECK PATH OF TRAVEL PLAN
 SCALE 1/4"=1'0"

(E) EXIT ROUTE FROM BDLG TO
ADA PARKING & SIDEWALK

EXISTING ACCESSIBLE PATH OF TRAVEL FROM SIDEWALK ARRIVE POINT
TO BUILDING ENTRANCE

EXISTING WALLS AND EQUIPMENT TO REMAIN AS IS ( ANY MODIFICATION OR
ALTERATION AS PROPOSAL)

NOTE: ALL BUILDING AND SITE  FULL COMPLY WITH ALL ACCESSIBILITY REQUIREMENTS -
VERIFY IN FIELD

ACCESSIBLE PATH OF TRAVEL INSIDE  TO SMOG CHECK BUILDING

LEGEND:

PROVIDE ACCESSIBLE ROUTE SIGN-
SEE KEY NOTE #5  AND SIGN  SYMBOLS
#1 ON THIS SHEET A3 11'-6"

ACCESSIBLE ROUTE

PROVIDE ADA COMPLIANT
DETECTABLE WARNING SURFACES

11B-216.6 ENTRANCES. IN EXISTING BUILDINGS AND FACILITIES WHERE NOT ALL
ENTRANCES COMPLY WITH 11B-404 (DOORS, DOORWAYS, AND GATES), ENTRANCES
COMPLYING WITH 11B-404 (DOORS, DOORWAYS, AND GATES) SHALL BE IDENTIFIED
BY THE INTERNATIONAL SYMBOL OF ACCESSIBILITY COMPLYING WITH 11B-703.7.2.1
(INTERNATIONAL SYMBOL OF ACCESSIBILITY). DIRECTIONAL SIGNS COMPLYING
WITH 11B-703.5 (SIGNS - VISUAL CHARACTERS) THAT INDICATE THE LOCATION OF
THE NEAREST ENTRANCE COMPLYING WITH 11B-404 (DOORS, DOORWAYS, AND
GATES) SHALL BE PROVIDED AT ENTRANCES THAT DO NOT COMPLY WITH 11B-404
(DOORS, DOORWAYS, AND GATES). DIRECTIONAL SIGNS COMPLYING WITH 11B-703.5
(SIGNS - VISUAL CHARACTERS), INCLUDING THE INTERNATIONAL SYMBOL OF
ACCESSIBILITY COMPLYING WITH 11B-703.7.2.1 (INTERNATIONAL SYMBOL OF
ACCESSIBILITY), INDICATING THE ACCESSIBLE ROUTE TO THE NEAREST
ACCESSIBLE ENTRANCE SHALL BE PROVIDED AT JUNCTIONS WHEN THE
ACCESSIBLE ROUTE DIVERGES FROM THE REGULAR CIRCULATION PATH.

ENTRANCES SIGN
11B-216.6 ENTRANCES. IN EXISTING BUILDINGS AND FACILITIES WHERE NOT ALL
ENTRANCES COMPLY WITH 11B-404 (DOORS, DOORWAYS, AND GATES), ENTRANCES
COMPLYING WITH 11B-404 (DOORS, DOORWAYS, AND GATES) SHALL BE IDENTIFIED BY
THE INTERNATIONAL SYMBOL OF ACCESSIBILITY COMPLYING WITH 11B-703.7.2.1
(INTERNATIONAL SYMBOL OF ACCESSIBILITY). DIRECTIONAL SIGNS COMPLYING WITH
11B-703.5 (SIGNS - VISUAL CHARACTERS) THAT INDICATE THE LOCATION OF THE
NEAREST ENTRANCE COMPLYING WITH 11B-404 (DOORS, DOORWAYS, AND GATES)
SHALL BE PROVIDED AT ENTRANCES THAT DO NOT COMPLY WITH 11B-404 (DOORS,
DOORWAYS, AND GATES). DIRECTIONAL SIGNS COMPLYING WITH 11B-703.5 (SIGNS -
VISUAL CHARACTERS), INCLUDING THE INTERNATIONAL SYMBOL OF ACCESSIBILITY
COMPLYING WITH 11B-703.7.2.1 (INTERNATIONAL SYMBOL OF ACCESSIBILITY),
INDICATING THE ACCESSIBLE ROUTE TO THE NEAREST ACCESSIBLE ENTRANCE SHALL
BE PROVIDED AT JUNCTIONS WHEN THE ACCESSIBLE ROUTE DIVERGES FROM THE
REGULAR CIRCULATION PATH.SIGN #1 SIGN #2

THIS SIGNS TO BE MOUNTED TO (E)  THE WALL  (SEE PLAN FOR THE LOCATION OF EACH SIGN)

CBC - Section 1006.3.4 SINGLE EXIT (Table 1006.3.4(2):
 SINGLE EXIT OR ACCESS TO A SINGLE EXIT SHALL BE PERMITTED FROM ANY STORY
OR OCCUPIED ROOF WHERE ONE OF THE FOLLOWING CONDITIONS EXISTS:
1. THE STORY ,OCCUPANCY ,MAXIMUM OCCUPANT LOAD PER STORY AND
MAXIMUM EGRESS  TRAVEL DISTANCE DO NOT EXCEED THE VALUES IN TABLE
1006.3.4(1) OR 1006.3.4(2).
ONE EXIT IS REQUIRED BECAUSE WE COMPLY W/ TABLE 1006.3.4(2) OCCUPANCY M, F
& S WITH LOAD LESS OF 49 AND EGRESS TRAVEL DISTANCE IS NOT MORE OF 75 FT
WE ARE PROVIDED 1 EXITS.
EVERY REQUIRED ENTRANCE OR PASSAGE DOORWAY SHALL BE OF A SIZE AS TO
PERMIT THE INSTALLATION OF A DOOR NOT LESS THAN 36-INCHES IN WIDTH, AND
NOT LESS THAN 80-INCHES IN HEIGHT.  DOORS SHALL BE CAPABLE OF OPENING  AT
LEAST 90-DEGREES AND SHALL BE SO MOUNTED THAT THE CLEAR WIDTH OF THE
OPEN DOORWAY IS NOT LESS THAN 32-INCHES.
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FIGURE 11B-604.5.1  &  11B- 604.7.1
SIDE & REAR WALL GRAB BAR -DISPENSER  LOCATION
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5/8"-2: UPPER CASE TEXT RAISED 1/32"
IN SANS SERIF OR SIMPLE SERIF
TYPEFACE WITH GRADE 2 BRAILLE

SIGN-RESTROOM DOOR SYMBOLS

ACCESSIBILITY SIGNAGE DETAILS

NTS
 ACCESSIBLE WAITING AREA ON
RECEPTION NTS

ENTRANCES / DOORS
1. ALL ACCESSIBLE ENTRANCES SHALL BE  IDENTIFIED WITH AT LEAST ONE

STANDARD SIGN AND WITH ADDITIONAL DIRECTIONAL SIGNS, AS REQUIRED
VISIBLE FROM APPROACHING PEDESTRIAN WAYS.

2. EVERY REQUIRED ENTRANCE OR PASSAGE DOORWAY SHALL BE OF A SIZE
AS TO  PERMIT THE INSTALLATION OF A DOOR NOT LESS THAN 36-INCHES IN
WIDTH, AND NOT LESS THAN 80-INCHES IN HEIGHT.  DOORS SHALL BE
CAPABLE OF OPENING  AT LEAST 90-DEGREES AND SHALL BE SO MOUNTED
THAT THE CLEAR WIDTH OF THE OPEN DOORWAY IS NOT LESS THAN
32-INCHES.

3. LATCHING AND LOCKING DOORS THAT ARE HAND ACTIVATED AND WHICH
ARE IN A PATH OF TRAVEL, SHALL BE OPERABLE WITH A SINGLE EFFORT BY
LEVER TYPE HARDWARE, PANIC BARS, PUSH-PULL ACTIVITY BARS, OR
OTHER HARDWARE DESIGNED TO PROVIDE PASSAGE WITHOUT REQUIRING
THE ABILITY TO GRASP THE OPENING HARDWARE.

4. HARDWARE REQUIRED FOR ACCESSIBILITY DOOR PASSAGE SHALL BE
MOUNTED NO HIGHER THAN 48-INCHES ABOVE FINISHED FLOOR.

5. THE FLOOR OR LANDING SHALL NOT BE MORE THAN 1/2-INCH LOWER THAN
THE THRESHOLD OF THE DOORWAY.  CHANGES IN LEVEL BETWEEN 1/4-INCH
AND 1/2-INCH SHALL BE BEVELED WITH A SLOPE NO GREATER THAN 1:2.

6. THE MAXIMUM EFFORT TO OPERATE DOORS SHALL NOT EXCEED 8-1/2 LBS.
FOR EXTERIOR DOORS AND 5 LBS. FOR INTERIOR DOORS.  SUCH PULL OR
PUSH EFFORT BEING APPLIED AT RIGHT ANGLES TO HINGED DOORS AND AT
THE CENTER PLANE OF SLIDING OR FOLDING DOORS.  COMPENSATING
DEVICES OR AUTOMATIC DOOR OPERATORS MAY BE UTILIZED TO MEET THE
ABOVE STANDARDS.  WHEN FIRE DOORS ARE REQUIRED, THE MAXIMUM
EFFORT TO OPERATE THE DOOR MAY NOT EXCEED 15 LBS.

SANITARY FACILITIES (Existing conditions to verify on site)
7. ALL DOORWAYS LEADING TO SANITARY FACILITIES SHALL HAVE 32-INCHES

CLEAR, UNOBSTRUCTED OPENINGS.

8. ALL SINKS, FAUCET CONTROLS, AND OPERATING MECHANISMS SHALL BE
OPERABLE WITH ONE HAND AND SHALL NOT REQUIRE TIGHT GRASPING,
PINCHING, OR TWISTING OF THE WRIST.  THE FORCE REQUIRED TO
ACTIVATE CONTROLS SHALL  BE NO GREATER THAN 5 LBS.  LEVER -
OPERATED, PUSH - TYPE , AND ELECTRONICALLY CONTROLLED
MECHANISMS ARE EXAMPLES OF ACCEPTABLE DESIGNS.

9. TOILET ROOM FLOOR SHALL HAVE SMOOTH, HARD NONABSORBENT
SURFACES WHICH EXTENDS UPWARD ONTO THE WALL AT EAST 5-INCHES IN
TOILET ROOMS.

10. WALLS WITHIN 2-FEET OF FRONT AND SIDE OF WATER CLOSETS AND
URINALS SHALL HAVE A SMOOTH, HARD NONABSORBENT FINISH TO A
HEIGHT OF 4-FEET.

11. FLOOR SPACE. 11B-604.3.1 SIZE. CLEARANCE AROUND A WATER CLOSET
SHALL BE 60 INCHES (1524 MM) MINIMUM MEASURED PERPENDICULAR FROM
THE SIDE WALL AND 56 INCHES (1422 MM) MINIMUM MEASURED
PERPENDICULAR FROM THE REAR WALL. A MINIMUM 60 INCHES (1524 MM)
WIDE AND 48 INCHES (1219 MM) DEEP MANEUVERING SPACE SHALL BE
PROVIDED IN FRONT OF THE WATER CLOSET.

12. 11B-604.3.2 OVERLAP. THE REQUIRED CLEARANCE AROUND THE WATER
CLOSET SHALL BE PERMITTED TO OVERLAP THE WATER CLOSET,
ASSOCIATED GRAB BARS, DISPENSERS, SANITARY NAPKIN DISPOSAL UNITS,
COAT HOOKS, SHELVES, ACCESSIBLE ROUTES, CLEAR FLOOR SPACE AND
CLEARANCES REQUIRED AT OTHER FIXTURES, AND THE TURNING SPACE. NO
OTHER FIXTURES OR OBSTRUCTIONS SHALL BE LOCATED WITHIN THE
REQUIRED WATER CLOSET CLEARANCE.

GRAB BARS (Verify on site)

13. GRAB BARS SHALL BE LOCATED ON ONE SIDE AND THE BACK OF THE
ACCESSIBLE TOILET STALL OR COMPARTMENT AND SHALL BE SECURELY
ATTACHED 33-INCHES ABOVE AND PARALLEL TO THE FLOOR.

14. GRAB BARS AT THE SIDE SHALL BE AT LEAST 42-INCHES LONG WITH THE
FRONT END POSITIONED 24-INCHES IN FRONT OF THE WATER CLOSET
STOOL.  GRAB BARS AT THE BACK SHALL NOT BE LESS THAN 36-INCHES
LONG.

15. THE DIAMETER OR WIDTH OF THE GRIPPING SURFACES OF A GRAB BAR
SHALL BE 1-1/4-INCHES OR THE SHAPE SHALL PROVIDE AN EQUIVALENT
GRIPPING SURFACE.  IF THE GRAB BARS ARE MOUNTED ADJACENT TO A
WALL, THE SPACE BETWEEN THE WALL AND THE GRAB BARS SHALL BE
1-1/2-INCHES.

16. A GRAB BAR AND ANY WALL OR OTHER SURFACE ADJACENT TO IT SHALL BE
FREE  OF ANY SHARP OR ABRASIVE ELEMENTS.  GRAB BAR EDGES SHALL
HAVE A MINIMUM RADIUS OF 1/8-INCH.

17. GRAB BARS SHALL NOT ROTATE WITHIN THEIR FITTINGS.

BUILDING SIGNAGE
18. SIGN WHICH DESIGNATES PERMANENT ROOMS AND SPACES OR  PROVIDE

DIRECTIONAL INFORMATION ABOUT FUNCTIONAL SPACES SHALL COMPLY
WITH CBC 11B-DIVISION 7 ---  EXCEPTION:  BUILDING DIRECTORIES, MENUS,
AND ALL OTHER SIGNS, WHICH ARE  TEMPORARY, ARE NOT REQUIRED TO
COMPLY.

PARKING FACILITIES:
1. (N) ACCESSIBLE PARKING: ONE VAN ACCESSIBLE ARE PROPOSAL AND ONE

ADDITIONAL REGULAR PARKING SPACE ARE TO BE ADDED THIS PARKING
FACILITIES COMPLY WITH ALL ACCESSIBLE EXTERIOR ROUTE, SIGNAGE,
PATH OF TRAVEL ,VAN ACCESSIBLE AND RAMP

ACCESSIBLE ROUTES    Section 11B-206
2. AT LEAST ONE ACCESSIBLE ROUTE SHALL BE PROVIDED WITHIN THE SITE

FROM ACCESSIBLE PARKING SPACES AND ACCESSIBLE PASSENGER
LOADING ZONES; PUBLIC STREETS AND SIDEWALKS; AND PUBLIC
TRANSPORTATION STOPS TO THE ACCESSIBLE BUILDING OR FACILITY
ENTRANCE THEY SERVE. WHERE MORE THAN ONE ROUTE IS PROVIDED, ALL
ROUTES MUST BE ACCESSIBLE.§11B-206.2.1 (SEE EXCEPTIONS)

3. AT LEAST ONE ACCESSIBLE ROUTE SHALL CONNECT ACCESSIBLE
BUILDINGS, ACCESSIBLE FACILITIES, ACCESSIBLE ELEMENTS, AND
ACCESSIBLE SPACES THAT ARE ON THE SAME SITE. §11B-206.2.2 (SEE
EXCEPTION)

4. AT LEAST ONE ACCESSIBLE ROUTE SHALL CONNECT EACH STORY AND
MEZZANINE IN MULTI-STORY BUILDINGS AND FACILITIES.§11B-206.2.3 (SEE
EXCEPTIONS)

5. IN ALTERATIONS AND ADDITIONS, WHERE AN ESCALATOR OR STAIR IS
PROVIDED WHERE NONE EXISTED PREVIOUSLY AND MAJOR STRUCTURAL
MODIFICATIONS ARE NECESSARY FOR THE INSTALLATION, AN ACCESSIBLE
ROUTE SHALL BE PROVIDED BETWEEN THE LEVELS SERVED BY THE
ESCALATOR OR STAIR.§11B-206.2.3.1(SEE EXCEPTIONS)

6. IN NEW CONSTRUCTION OF BUILDINGS WHERE ELEVATORS ARE REQUIRED
BY 11B-206.2.3 MULTI-STORY BUILDINGS AND FACILITIES, AND WHICH EXCEED
10,000 SQUARE FEET ON ANY FLOOR, AN ACCESSIBLE MEANS OF VERTICAL
ACCESS VIA RAMP, ELEVATOR OR LIFT SHALL BE PROVIDED WITHIN 200 FEET
OF TRAVEL OF EACH STAIR AND EACH ESCALATOR. §11B-206.2.3.

7. IN EXISTING BUILDINGS THAT EXCEED 10,000 SQUARE FEET ON ANY FLOOR
AND IN WHICH ELEVATORS ARE REQUIRED BY 11B-206.2.3MULTI-STORY
BUILDINGS AND FACILITIES, WHENEVER A NEWLY CONSTRUCTED MEANS OF
VERTICAL ACCESS IS PROVIDED VIA STAIRS OR AN ESCALATOR, AN
ACCESSIBLE MEANS OF VERTICAL ACCESS VIA RAMP, ELEVATOR OR LIFT
SHALL BE PROVIDED WITHIN 200 FEET OF TRAVEL OF EACH NEW STAIR OR
ESCALATOR. §11B-206.2.3.2

8. AT LEAST ONE ACCESSIBLE ROUTE SHALL CONNECT ACCESSIBLE BUILDING
OR FACILITY ENTRANCES WITH ALL ACCESSIBLE SPACES AND ELEMENTS
WITHIN THE BUILDING OR FACILITY, INCLUDING MEZZANINES, WHICH ARE
OTHERWISE CONNECTED BY A CIRCULATION PATH.§11B-206.2.4(SEE
EXCEPTIONS)

9. ACCESSIBLE ROUTES SHALL COINCIDE WITH OR BE LOCATED IN THE SAME
AREA AS GENERAL CIRCULATION PATHS. WHERE CIRCULATION PATHS ARE
INTERIOR, REQUIRED ACCESSIBLE ROUTES SHALL ALSO BE INTERIOR; AN
ACCESSIBLE ROUTE SHALL NOT PASS THROUGH KITCHENS, STORAGE
ROOMS, RESTROOMS, CLOSETS OR OTHER SPACES USED FOR SIMILAR
PURPOSES, EXCEPT AS PERMITTED BY CHAPTER 10.§11B-206.3

10. SECURITY BARRIERS, INCLUDING BUT NOT LIMITED TO, SECURITY BOLLARDS
AND SECURITY CHECK POINTS, SHALL NOT OBSTRUCT A REQUIRED
ACCESSIBLE ROUTE OR ACCESSIBLE MEANS OF EGRESS.§11B-206.8 (SEE
EXCEPTION)
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POSITION OF BRAILLE

AD
4

FIGURE 11B- 703.3.2 .5
HEIGHT OF RAISED
 CHARACTERS

AD
5

FIGURE 11B- 703.6.1
PICTOGRAM FIELD
dark-on-light

AD
7

FIGURE 11B- 703.7.2.1
INTERNATIONAL SYMBOL
OF ACCESSIBILITY

AD
9

ALL GENDER TACTILE SIGN , BY CBC
11B   FIGURE 11B-703.4.1
REFER TO DETAIL AD 6 ON THIS SHT.
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11B-308.2.2 OBSTRUCTED HIGH REACH.
WHERE A HIGH FORWARD REACH IS OVER AN OBSTRUCTION, THE CLEAR FLOOR
SPACE SHALL EXTEND BENEATH THE ELEMENT FOR A DISTANCE NOT LESS THAN
THE REQUIRED REACH DEPTH OVER THE OBSTRUCTION. THE HIGH FORWARD
REACH SHALL BE 48 INCHES (1220 MM) MAXIMUM WHERE THE REACH DEPTH IS 20
INCHES (510 MM) MAXIMUM. WHERE THE REACH DEPTH EXCEEDS 20 INCHES (510
MM), THE HIGH FORWARD REACH SHALL BE 44 INCHES (1120 MM) MAXIMUM AND
THE REACH DEPTH SHALL BE 25 INCHES (635 MM) MAXIMUM.
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FIGURE 11B-406.5.3 LANDINGS AT THE TOP OF CURB RAMPS

11B- 406.5.3 LANDINGS.
Landings shall be provided at the tops of curb ramps and blended transitions. The landing
clear length shall be 48 inches (1219 mm) minimum. The landing clear width shall be at least
as wide as the curb ramp, excluding any flared sides, or the blended transition leading to the
landing. The slope of the landing in all directions shall be 1:48 maximum.
Exception:
Parallel curb ramps shall not be required to comply with Section 11B-406.5.3.

FIGURE 11B- 406.2.2 SIDES OF CURB RAMPS

11B- 406.2.2 SIDES OF CURB RAMPS.
Where provided, curb ramp flares shall not be steeper than 1:10.

11B- 406.3 PARALLEL  CURB RAMPS.
Parallel curb ramps shall comply with Sections 11B-406.3 and 11B-406.5.

11B- 406.3.1  SLOPE.
The running slope of the curb ramp segments shall be in-line with the direction of sidewalk
travel. Ramp runs shall have a running slope not steeper than 1:12.

11B- 406.3.2  TURNING SPACE
A turning space 48 inches (1219 mm) minimum by 48 inches (1219 mm) minimum shall be
provided at the bottom of the curb ramp. The slope of the turning space in all directions shall
be 1:48 maximum

FIGURE 11B- 406.3.2 PARALLEL  CURB RAMPS

48" min
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19

406.1 General. Curb ramps blended transitions and islands on accessible routes shall comply
with Section 11B- 406. Curb ramps may be perpendicular, parallel, or a combination of
perpendicular and parallel.

11B-406.5.8 COUNTER SLOPE.
 Counter slopes of adjoining gutters and road surfaces immediately adjacent to the curb ramp
shall not be steeper than 1:20. The adjacent surfaces at transitions at curb ramps to walks,
gutters, and streets shall be at the same level.

FIGURE 11B- 406.5.8
COUNTER SLOPE OF SURFACES ADJACENT TO CURB RAMPS

11B-406.5.9  CLEAR SPACE AT DIAGONAL CURB RAMPS.
The bottom of diagonal curb ramps shall have a clear space 48 inches (1219 mm) minimum
outside active traffic lanes of the roadway. Diagonal curb ramps provided at marked crossings
shall provide the 48 inches (1219 mm) minimum clear space within the markings.

11B-406.5.10 DIAGONAL CURB RAMPS
Diagonal or corner type curb ramps with returned curbs or other well-defined edges shall have
the edges parallel to the direction of pedestrian flow. Diagonal curb ramps with flared sides shall
have a segment of curb 24 inches (610 mm) long minimum located on each side of the curb
ramp and within the marked crossing.

FIGURE 11B- 406.5.10
DIAGONAL OR CORNER TYPE CURB RAMPS

11B-406.6 ISLANDS.
a) Raised islands in crossings shall be cut through level with the street or have curb ramps

at both sides. The clear width of the accessible route at islands shall be 60 inches (1524
mm) wide minimum. Where curb ramps are provided, they shall comply with Section
11B-406. Landings complying with Section 11B-406.5.3 and the accessible route shall be
permitted to overlap. Islands shall have detectable warnings complying with Section
11B-705.

FIGURE 11B- 406.6 - ISLAND CROSSING

11B- 405 RAMPS
11B-405.1 General : ramps on accessible routes shall comply with 11B-405
11B-405.2 Slope. Ramp runs shall have a running slope not steeper than 1:12.
11B- 405.3 Cross Slope. Cross slope of ramp runs shall not be steeper than 1:48.
11B-405.5 Clear Width. The clear width of a ramp run and, where handrails are provided, the
clear width between handrails shall be 36 inches (915 mm) minimum.  .
11B-405.6 Rise: The rise for any ramp run shall be 30 inches (762 mm) maximum
11B-405.7 Landings. shall have landings at the top and the bottom of each ramp run. Landings
shall comply with Section 11B-405.7.

FIGURE 11B- 405.7  RAMPS LANDING

11B-405.7.1 Slope. Landings shall comply with Section 11B-302. Changes in level are not
permitted.
Exception: Slopes not steeper than 1:48 shall be permitted.
11B- 405.7.2 Width. The landing clear width shall be at least as wide as the widest ramp run
leading to the landing.
                      11B-405.7.2.1  Top landing shall be 60 inches (1524 mm) wide maximum
11B-405.7.3 Length. The landing clear length shall be 60 inches (1525 mm) long minimum.
                      11B-405.7.3.1 Bottom landings shall extend 72 inches (1829 mm) minimum in the
                       direction of ramp run.
11B-405.7.4 Ramps that change direction between runs at landings shall have a clear landing 60
inches (1525 mm) minimum by 72 inches (1829 mm) minimum in the direction of downward
travel from the upper ramp run.
11B-405.7.5 Doorways. Where doorways are located adjacent to a ramp landing, maneuvering
clearances required by 11B-404.2.4 and 11B-404.3.2 shall be permitted to overlap the required
landing area.Doors, when fully open, shall not reduce the required ramp landing width by more
than 3 inches (76 mm). Doors, in any position, shall not reduce the minimum dimension of the
ramp landing to less than 42 inches (1067 mm).
11B-405.8 Handrails. Ramp runs with a rise greater than 6 inches (150 mm) shall have handrails
complying with 11B-505.
11B-405.9 Edge Protection. Edge protection complying with 11B- 405.9.2 shall be provided on
each side of ramp runs and at each side of ramp landings.
Exceptions:
1. Edge protection shall not be required on ramps that are not required to have handrails and

have sides complying with Section 11B-406.2.2.
2. Edge protection shall not be required on the sides of ramp landings serving an adjoining

ramp run or stairway.
3. Edge protection shall not be required on the sides of ramp landings having a vertical

drop-off of 1/2 inch (12.7 mm) maximum within 10 inches (254 mm) horizontally of the
minimum landing area specified in Section 11B-405.7.405.9.1

11B-405.9.2 Curb or Barrier
A curb or barrier shall be provided that prevents the passage of a 4-inch (102 mm) diameter
sphere, where any portion of the sphere is within 4 inches (102 mm) of the finish floor or ground
surface. To prevent wheel entrapment, the curb or barrier shall provide a continuous and
uninterrupted barrier along the length of the ramp.

FIGURE 11B- 405.9.2 - CURB OF BARRIER EDGE PROTECTION
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11B-705 DETECTABLE WARNINGS & DETECTABLE DIRECTIONAL TEXTURE
11B-705.1.1 General. Detectable warnings shall consist of a surface of truncated domes and
shall comply with Section 11B-705.

11B-705.1.1.1 DOME SIZE. Truncated domes in a detectable warning surface shall have a
base diameter of 0.9 inch (23 mm) minimum and 1.4 inches (36 mm) maximum, a top diameter
of 50 percent of the base diameter minimum to 65 percent of the base diameter maximum, and
a height of 0.2 inch (5.1 mm).

11B-705.1.1.2 DOME SPACING. Truncated domes in a detectable warning surface shall
have a center-to-center spacing of 1.6 inches (41 mm) minimum and 2.4 inches (61 mm)
maximum, and a base-to-base spacing of 0.65 inch (17 mm) minimum, measured between the
most adjacent domes on a square grid.

EXCEPTION: Where installed in a radial pattern, truncated domes shall have a
center-to-center spacing   of 1.6 inches (41 mm) minimum to 2.4 inches (61 mm) maximum.
11B-705.1.1.3 CONTRAST AND CONTRAST.
Detectable warning surfaces at transit boarding platform edges, bus stops, hazardous vehicular
areas, reflecting pools, and track crossings shall comply with Section 11B-705.1.1.3.1.
Detectable warnings at other locations shall comply with either Section 11B-705.1.1.3.1 or
Section 11B-705.1.1.3.2. The material used to provide visual contrast shall be an integral part of
the surface.
11B-705.1.1.3.1  - Detectable warning surfaces shall be yellow and approximate FS 33538 of
Federal Standard 595C.

FIGURE 11B- 705.1
SIZE AND SPACING OF TRUNCATED DOMES

11B- 705.1.2.1 Platform Edges. Detectable warning surfaces at platform boarding edges shall
be 24 inches  wide and shall extend the full length of the public use areas of the platform.
11B-705.1.2.2 Curb Ramps
Detectable warnings at curb ramps shall extend 36 inches (914 mm) in the direction of travel.
Detectable warnings shall extend the full width of the ramp run less 2 inches (51 mm) maximum
on each side, excluding any flared sides. Detectable warnings shall be located so the edge
nearest the curb is 6 inches (152 mm) minimum and 8 inches (203 mm) maximum from the line
at the face of the curb marking the transition between the curb and the gutter, street or highway.
Exception: On parallel curb ramps, detectable warnings shall be placed on the turning space at
the flush transition between the street and sidewalk. Detectable warnings shall extend the full
width of the turning space at the flush transition between the street and the sidewalk less 2
inches (51 mm) maximum on each side.
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FIGURE  11B-303.3   BEVELED CHANGE IN LEVEL

FIGURE 11B-303.2  VERTICAL CHANGE IN LEVEL
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